





BUSINESS EXTENSIONS.

Phone

3-Position
Integrated Pedestal

Voice Switching

Self-Labeling Keys

Multipurpose Keys

Optional Line Key
Expansion Unit

Bluetooth Headset
Interface

Display

Programmable
Backlight

Voice Compression

QoS

Maximum Distance

Power Supply

1X-5800

Standard

Not Applicable

9 Keys

9 Additional Keys

Not Applicable

2-Line, 16-Character

Unavailable

Not Applicable

Not Applicable

Up to 2,100 Feet

Line-Powered

1X-5810

Standard

10 Keys by 2 Screens;
20 Feature Keys Max

16 Keys

8 Additional Keys

Optional

7-Line, 24-Character

Standard

Not Applicable

Not Applicable

Up to 2,100 Feet

Line-Powered

1X-5910

Standard

10 Keys by 2 Screens;
20 Feature Keys Max

16 Keys

8 Additional Keys

Optional

7-Line, 24-Character

Standard

G.711 or G729

IEEE802.1p or
TOS/DSCP

Ethernet Maximum

POE or Local Power
Connection

1X-5930

Standard

30 Keys by 2 Screens;
60 Feature Keys Max

Not Applicable

Not Applicable

Optional

|5-Line, 24-Character

Standard

G.711 or G.729

IEEE802.1p or
TOS/DSCP

Ethernet Maximum

POE or Local Power
Connection
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